
   

 

DISPOSABLE INJECTION SYSTEM   

PI33 Rev 7 
C 
2797 

I   D   B    L  Y  ℞ only 

Model Tip Angle (°) Tip Diameter (mm) 

LC16 45 1.6 

LC24 45 2.4 

Cart45S 45 1.6 

CartM 45 1.6 

2 3 

4 5 6 7 
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�έρΎΧϣϟ 

· �ΔϳΑρ�ΕΎϳΎϔϧ�ϩέΎΑΗϋΎΑ�Ϫϧϣ�ϡϳϠγϟ�ιϠΧΗϟ�ϥΎϣο��ΩΟϭ˵�ϥ·��ϪΗΎϘΣϠϣϭ�ίΎϬΟϟ�Ϋϫ�ϡΩΧΗγΗ�ϲΗϟ�ΔϳΑρϟ�Εηϧϣϟ�ϰϠϋ�ΏΟϳ 

� �� � � ���� �� ��ΔϴΣϼμϟ�ΦϳέΎΗ 
��� ��� ����� �� � � �� �� ���� � �� � � � ����� �� �� �� �� � � � ���� �� � � ���� �� ����ϢϴϘόΘϟ�ΔϴΣϼλ�ΦϳέΎΗ�Ϯϫ�ΔγΪόϟ�ΓϮΒϋ�ϰϠϋ�ϥϭΪϤϟ�ΔϴΣϼμϟ�ΦϳέΎΗ 

 
� �� � �� � ���� � ���ΕΎόΠΗήϤϟ�ΔγΎϴγ 

�� � � �� ��� � ���ΏϭΪϨϤΑ�ϞμΗ/(167(&���� �� ���� �� � ��� � ��� �� � � � ��� � � �� � �� ���� � ����ϊϠδϟ�ωΎΟέ·�ΔγΎϴγ�ιϮμΨΑ�Ϫόϣ�ϞϣΎόΘΗ�ϱάϟ
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COMPATIBILITY GUIDE 

MODEL 
POWERS 

(D) 
ACCESSORIES 

 
 
 
 
 
 
 

+10.0D to +30.0D  

(LC16; Cart45S) 

          

 

-5.0D to +26.0D  

(LC16; Cart45S) 

 

-5.0D to +36.0D  

(LC24) 

  

+5.0D to +26.0D  

(LC16; Cart45S) 

 

+5.0D to +36.0D  

(LC24) 

 
+5.0D to +36.0D  

(LC16; CartM) 

 

+10.0D to +26.0D  

(LC16; Cart45S) 

 

+10.0D to +36.0D  

(LC24) 

 

+5.0D to +26.0D  

(LC16; Cart45S) 

 

+5.0D to +36.0D  

(LC24) 

I9011S Reusable 
Injector 

LC16 
 (1.6mm) 

 
LC24 

(2.4mm) 
 

Cart45S 
(1.6mm) 

 
CartM 

(1.6mm) 

Disposable Injectors 
 

LC16I 
 (1.6mm) 

 
LC24I 

(2.4mm) 
 

Cart45SI 
(1.6mm) 

 
CartMI 

(1.6mm) 

Disposable 
Injector 

I9011S 
Reusable 
Injector 

Softec HDOTM 

Softec ITM 
Softec HDTM 

Softec HDYTM 

SBL-3TM 

SBL-2TM 

Tetraflex HDTM 

Softec HP1TM 

Softec HDMTM 


